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§ 96.07–10 Lakes, bays, and sounds, or
river service.

(a) Vessels in lakes, bays, and sounds,
or river service shall be fitted with
such ground tackle and hawsers as
deemed necessary by the Officer in
Charge, Marine Inspection, depending
upon the size of the vessel and the wa-
ters on which it operates.

§ 96.07–90 Vessels contracted for prior
to November 19, 1952.

(a) Vessels contracted for prior to
November 19, 1952, shall meet the fol-
lowing requirements:

(1) Installations previously accepted
or approved shall be considered satis-
factory for the same service so long as
they are maintained in good condition
to the satisfaction of the Officer in
Charge, Marine Inspection. If the serv-
ice of the vessel is changed, the suit-
ability of the equipment will be estab-
lished by the Officer in Charge, Marine
Inspection.

Subpart 96.17—Magnetic
Compass and Gyrocompass

§ 96.17–1 When required.
(a) All mechanically propelled vessels

in ocean or coastwise service must be
fitted with a magnetic compass.

(b) All mechanically propelled vessels
of 1,600 gross tons and over in ocean or
coastwise service must be fitted with a
gyrocompass in addition to the mag-
netic compass.

(c) Each vessel must have an illumi-
nated repeater for the gyrocompass re-
quired under paragraph (b) that is at
the main steering stand unless the gy-
rocompass is illuminated and is at the
main steering stand.

[CGD 75–074, 42 FR 5963, Jan. 31, 1977]

Subpart 96.25—Radar

§ 96.25–1 When required.
All mechanically propelled vessels of

1,600 gross tons and over in ocean or
coastwise service must be fitted with a
marine radar system for surface navi-
gation. Facilities for plotting radar
readings must be provided on the
bridge.

[CGD 75–074, 42 FR 5964, Jan. 31, 1977]

Subpart 96.27—Sounding
Equipment

§ 96.27–1 When required.

All mechanically propelled vessels of
500 gross tons and over in ocean or
coastwise service and all mechanically
propelled vessels of 500 gross tons and
over in Great Lakes service and certifi-
cated for service on the River St. Law-
rence eastward of the lower exit of the
St. Lambert Lock at Montreal, Canada,
must be fitted with an efficient elec-
tronic sounding apparatus.

[CGD 95-027, 61 FR 26007, May 23, 1996]

Subpart 96.30—Protection From
Refrigerants

SOURCE: CGD 86–036, 57 FR 48325, Oct. 23,
1992, unless otherwise noted.

§ 96.30–1 Application.

(a) This subpart, except § 96.30–90, ap-
plies to each vessel that is contracted
for on or after November 23, 1992, and is
equipped with any refrigeration unit
using—

(1) Ammonia to refrigerate any space
with a volume of more than 20 cubic
feet; or

(2) Fluorocarbons to refrigerate any
space with a volume of more than 1000
cubic feet.

(b) Each vessel that is contracted for
before November 23, 1992, must satisfy
§ 96.30–90 if it is equipped with any re-
frigeration unit using—

(1) Ammonia to refrigerate any space
with a volume of more than 20 cubic
feet; or

(2) Fluorocarbons to refrigerate any
space with a volume of more than 1000
cubic feet.

§ 96.30–5 General.

(a) Each self-contained breathing ap-
paratus must be of the pressure-de-
mand, open-circuit type, approved by
the Mine Safety and Health Adminis-
tration (MSHA) and by the National
Institute for Occupational Safety and
Health (NIOSH), and have at a mini-
mum a 30-minute air supply, a full
facepiece, and a spare charge.

(b) All equipment shall be main-
tained in an operative condition, and it

VerDate 27-NOV-96 09:32 Dec 20, 1996 Jkt 167176 PO 00000 Frm 00074 Fmt 8010 Sfmt 8010 E:\CFR\167176.020 167176


		Superintendent of Documents
	2012-10-11T10:08:47-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




